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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the application 
Listing of Claims: 

1. (Canceled) 

2. (Currently Amended) A mobile communication device comprising: 

a service-type recording section for recording a service type of communication to be 

handled; 

an interface recording section for recording one or more types of external interfaces with 

an external network received from a first mobile router relayed to the external network: 

an interface decision section for selecting at least one of the external interfaces adapted 

for the service type; 

a transmission section for notifying first information of the at least one of the external 

interfaces selected to a second mobile router of or within a same seoment according rn rlnim 1 , 
further comprising 

a priority decision section for deciding a priority of the at least one of the external 
interfaces selected, 

wherein the transmission section generates second information^ added adds the first 
information with the priority and notifies the second information. 

3. (Canceled) 

4. (Currently Amended) A mobile communication device according to claim 2, 
wherein the at least one of the external interfaces is a plurality of the external interfaces and 
theselecting of the at least one of the external interfaces a group of the oxternn l intnrfnrnq i<; 
from [[a]]the plurality of external interfaces of or_within the first mobile router. 

5. (Currently Amended) A mobile communication device according to claim 2, 
wherein 
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the interface recording section further records link status information of the at least one 
of the external interfaces received, and 

the transmission section addos adds the second information with the link status 
information thereby makcs qenerating a notification. 

6. (Currently Amended) A mobile communication device comprising: 

a service-type recording section for recording a service type of communication to be 

handled: 

an lotexface recording section for recor ding one of more types of external interfaces with 

an external netw ork received from a first mobile router relayed to the external network: 

an interface decision sectio n for se lecting at least one of the external interfaces adapted 

for the service type: and 

a transmissio n section for notifying first information of the at least one of the external 

inte rfaces selected to a second mobile router of or within a same seament A-meMe 
comm u ni c a tion dev i e e-a ccording to cl a i rr Hb, wherein 

the service-type recording section records a plurality of significances of a plurality of 
parameters representative of a plurality of characteristics of the service type, and 

the interface decision section decides the at least one of thee m external interfaces on th e 

bas4s-ef#te-5i#fHfi€af>€eby weightin g using the plurality of significances . 

7. (Currently Amended) A mobile communication device according to claim 6, 
having a function for a user to change at least one of the service type afld-or the significance. 

8. (Currently Amended) A mobile communication device according to claim 6, 
wherein the service-type recording section has a function to record each of the si gn i fi ca nc e 
significances by downloading from the external network. 

9. (Currently Amended) A mobile communication device_ occord i ng to c l aim 
^ comprising: 
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a service-type recording section for recording a service type of communication to be 

handled; 

an interface recording section for recording one of more types of external interfaces with 

an external network received from a first mobile router relayed to the external network: 

an interface decision section for selecting at least one of the external interfaces adapted 

for the service type: and 

a transmission section for notifying first information of the at least one of the external 

interfaces selected to a second mobile router of or within a same segment , wherein 

the service-ty pe recording section records a significance of a parameter representative of 
a characteristic of the service type, and 

the interface decision section decides the at least one of the external interfaces based on 



the significance and takes a same parameter as the parameter of service type as a parameter 
representative of a characteristic of the at least one of the external interfaces, the parameters 
of the external interfaces each having further information recording superiority, the external 
interface being determined on a basis of the significance and the superiority. 

10. (Currently Amended) A mobile communication device according to claim 9, 
wherein the service-type recording section has a function for a user to change at least one of 
the service type, the significance aflffor the superiority. 

11. (Currently Amended) A mobile communication device according to claim 9, 
wherein the service-type recording section has a function to record at least any one of the 
significance aftdor the superiority by downloading from the external network. 

12. (Currently Amended) A mobile communication device according to claim ±2, 
further having a collection timer managing section for managing a period to receive the one or 
more types of external interfaces type-from the mobile router, 

wherein the interface decision section selectsg selects an external interface after 
receiving a notification of elapse of a predetermined time from the collection timer managing 
section. 
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13. (Canceled) 

14. (Canceled) 

15. (Currently Amended) A mobile router accord i ng to claim 1 4 comprisina: 

an interf ace-type recording section for recording external-interface-tvpe information as 

interface information for connection with an external network: 

a connection-interface recording section for receiving and recording connection 

information for deciding an external interface for relaying with the external network, from a 
mobile communication device that received the extemal-interface-type information; 

a connection decision section for deciding whether or not to relay communication from 

the mobile communication device, based on the connection information: and 

a router transmission section for multicasting the external-interface-tvpe information 

and providing a notification to the mobile communication device selected for the decision of 
relaying , wherein 

the connection information has a plurality of external interface types, the connection 
decision section selecting one external interface associated with one of the plurality of external 
interface types, is further added with a priority on each of the external interface types, and the 
connection decision section selects one of the plurality of the external interfaces according to 
the priority. 

16. (Currently Amended) A mobile router according to claim 15, further comprising a 
timer managing section for managing a time ef-up te-for a notification to relay by the 
connection decision section to the mobile communication device, 

wherein the connection decision section makes provides a the notification after a lapse of 
thea time set shorter as the priority is h4€thef increased . 

17. (Currently Amended) A mobile router according to claim 15, wherein the 
connection decision section allows for relaying in a case that the selected external interface is in 
a connectable status and the priority is the-highest. 
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18. (Currently Amended) A mobile router according to claim 15, further comprising 
an external-link monitor section for notifying a change of link status to the mobile 
communication device and another mobile router through the router transmission section in a 
case that the selected external interface is changed in link status. 

19. (Currently Amended) A mobile router according to claim 18, wherein the 
connection interface recording section updates information of connection status on a basis of a 
notification of link status change received from the other mobile router, and 

the connection decision section allows for relaying in a case that the external interface is 
in a connectable status and the priority is trie-highest from the updated information of 
connection status. 

20. (Currently Amended) A mobile communication system comprising 
a mobile communication device including: 

a service-type recording section for recording a service type of communication to be 
handled; 

an interface recording section for recording ITall one or more type of an external 
interface interfaces to an external network received from a mobile router relaying to fch-e-an 
external network; 

an interface decision section for selecting at least one or morcof the external interfaces 
adapted for the service type; 

a transmission section for notifying first information of the at least one of external 
Ifrteffage-interfaces selected to the mobile router of or within a same segment; and 

a mobile router including: 

an interface-type recording section for recording external-interface-type information as 
interface information for connection with a-n- the external network; 

a connection-interface recording section for receiving and recording connection 
information for deciding an external interface for relaying with the external network, from 
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[[a-]]themobile communication device that received the external-interface-type information; 

a connection decision section for deciding whether or not to relay ^communication of 
from the mobile communication device, on the basis of the connection information; and 

a router transmission section for multicasting the external-interface-type information 
and making a notification to the mobile communication device selected for decision of relaying x 

wherein. 

the service-type recording section records a plurality of significances of a plurality of 
parameters representati ve of a plurality of characteristics of the service type, and 

the interface decision section decides the at least one of the external interfaces bv 
weighting using the plurality of significances . 

21. (Currently Amended) A mobile communication system according to claim 
20 comprising 

a mobile communication device; and 

a mobile router, wherein 

the mobile communication device includes: 

a s ervice-type recording section for recording a service type of communication to 

be handled, 

an interface recording section for recording one or more types of external 

interfaces to an external network received from the mobile router relaying to the external 
network, 

an interface decision section for selecting at least one of the external interfaces 

adapted for the service type. 

a transmission section for notifying first information of the at least one of the external 

interfaces selected to the mobile router of or within a same segment, and 

the mobile router includes: 
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an interface-type recording section for recording external-interface-tvpe 

information as interface information for connection with the external network; 

a connection-interface recording section for receiving and recording connection 

information for deciding an external interface for relaying with the external network, from the 
mobile communication device that received the external-interface-tvpe information: 

a connection decision section for deciding whether or not to relay a 

communication from the mobile communication device, based on the connection information; 
and 

a router transmission section for multicasting the external-interface-type 

i n fo rmation and providing a notification to the mobile communication device selected for the 
decision of relaying , wherein the mobile router that the connection information is further added 
with a plurality of external interface types and a priority on each of the external interfaces, and 
the connection decision section is to select the external interface according to the priority, 
further comprises an external-link monitor section for notifying a change of link status to the 
mobile communication device and another mobile router through the router transmission 
section in a case the external interface is changed in link status; and 

the mobile communication device further comprises a priority decision section for 
deciding a priority of the external interface selected, the interface recording section recording 
link status information of the external interface further received, the transmission section 
adding the first information with the priority and the link status information thereby making a 
notification to the mobile router. 
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